
MODEL
DIMENSIONS (INCHES) APPROX.  

WT.  
(LBS.)A B C D

18-720P 18.75 25.38   9.50 38 900

24-720P 24.75 25.38   9.50 38 1,250

30-720P 30.75 25.38   9.50 38 1,600

36-720P 36.75 25.38   9.50 38 2,000

18-900P 18.75 31.50 11.75 45 1,300

24-900P 24.75 31.50 11.75 45 1,700

30-900P 30.75 31.50 11.75 45 2,200

36-900P 36.75 31.50 11.75 45 2,700

18-1170P 18.75 39.88 14.00 54 2,100

24-1170P 24.75 39.88 14.00 54 2,800

30-1170P 30.75 39.88 14.00 54 3,500

36-1170P 36.75 39.88 14.00 54 4,500

42-1170P 42.75 39.88 14.00 54 5,400

48-1170P 48.75 39.88 14.00 54 6,600

18-1350P 18.75 46.88 16.50 61 2,700

24-1350P 24.75 46.88 16.50 61 3,200

30-1350P 30.75 46.88 16.50 61 4,000

36-1350P 36.75 46.88 16.50 61 5,100

42-1350P 42.75 46.88 16.50 61 6,200

48-1350P 48.75 46.88 16.50 61 7,000

STEARNS PERMANENT SUSPENDED MAGNET
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